6" (TYP)
18" (TYP)

VARIABLE WIDTH

END PAVING AT PL OR
END OF RADIUS AS SPEC.
ON PLANS (TYP)

47/ MAKE SMOOTH TIE-IN IF
POURED MONOLITHIC (TYP)\
CONTRACTION JOINT ON NOT

GREATER THAN 12' SPACING

1/2" DOWELS ON
2' CENTERS (TYP)

EDGE OF GUTTER TO
BE LOWERED TO
FLOWLINE GRADE (TYP)

|
%
|
:J_.i._L_l

7
[

/—ASPHALT SURFACE ON
FLEXIBLE BASE (TYP)

1/2" EXPANSION
JOINT (TYPICAL)

TRANSITION TO SPILL CURB
SECTION TO MATCH FLOWLINE
OF VALLEY GUTTER

1/2" EXPANSION JOINT
AT END OF RADIUS

(TYPICAI;)7

£ 44 BARS ON 18" O.C.E.W.

[6" (TYP)

Y

B

-7
/

REINFORCING STEEL TO BE DOWELED
INTO ADJOINING VALLEY GUTTER.
ENDS TO BE WRAPPED TO PROVIDE
EXPANSION.

CONTRACTION JOINT SAWED OR
SCORED ON 12' SPACING MAXIMUM

ASPHALT SURFACE ON
FLEXIBLE BASE (TYP)
VALLEY GUTTER

EXISTING CURB OR CURB
& GUTTER TO BE REMOVED
WHERE SPECIFIED ON

ON PLANS (TYP)

%#4 BARS ON 18" O.CE.W.

3" (TYP)

FILLET TO BE MADE WITH
REINFORCED CONCRETE TO
BE PAID AS REINFORCED

CONCRETE VALLEY GUTTER
(SEE SECTION A-A)

10 \CONTRACTION
JOINT (TYPICAL)
DOWELS MAY BE ELIMINATED IF
POURED MONOLITHICALLY (TYP)

———ASPHALT SURFACE ON
FLEXIBLE BASE (TYP)—=

SAW CUT EXISTING PAVING TO
PROVIDE NEAT LINE TIE-IN (TYP)

#4 BARS ON 18" O.CE-W.

1/2" EXPANSION JOINT (TYP)\

NOTES:

1. ALL SUBGRADE SHALL BE
COMPACTED TO 95% STANDARD
PROCTOR DENSITY.

2. A ROUGH BROOM FINISH IS

PREFERRED.
EXISTING PAVEMENT TO BE
SAWED AT JOINT (TYP)
TYPICAL SECTION
NOT TO SCALE
VARIES 6' MINIMUM
ASPHALT I
SURFACE—\ ==
JITITTITITITITT] AIITITTTITTIITTT
Z
e EREE S S ——
S

#4 BARS ON 18" OAC.E.W.—/

SECTION B-B
VALLEY GUTTER DETAIL
NOT TO SCALE

6" GUTTER TO
EXTEND TO
EXISTING
ASPHALT PAV[NG-‘

#4 BARS AT 15" O.CE.W.

24" MIN LAP SPLICE
NORM_AL JOINT LOCATION
;’/— (T

EXISTING NORMAL CURB
PAVING [] AND GUTTER
#4 BARS SUBGRADE

SECTION A - A
CONCRETE VALLEY GUTTER FILLET
NOT TO SCALE

LAP SPLICE LENGTHS:

#3 .21
#4 . 24

CITY OF SAN ANGELO

CONCRETE VALLEY GUTTERS
January 2008 S-W-1
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